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PARALLEL IMPLEMENTATION OF THE DISCONTINUOUS GALERKIN METHOD*

ABDELKADER BAGGAG!, HAROLD ATKINST, AND DAVID KEYES!

Abstract. This paper describes a parallel implementation of the discontinuous Galerkin method. Dis-
continuous Galerkin is a spatially compact method that retains its accuracy and robustness on non-smooth
unstructured grids and is well suited for time dependent simulations. Several parallelization approaches are
studied and evaluated. The most natural and symmetric of the approaches has been implemented in an
object-oriented code used to simulate aeroacoustic scattering. The parallel implementation is MPI-based
and has been tested on various parallel platforins such as the SGI Origin, IBM SP2, and clusters of SGI and
Sun workstations. The scalability results presented for the SGI Origin show slightly superlinear speedup on

a fixed-size problem due to cache effects.

Key words. discontinuous Galerkin method, parallelization strategies, object oriented, unstructured

grids, Euler equations, high-order accuracy
Subject classification. Computer Science

1. Motivation. The discontinuous Galerkin (DG) method is a robust and compact finite element
projection method that provides a practical framework for the development of high-order accurate methods
using unstructured grids. The method is well suited for large-scale time-dependent computations in which
high accuracy is required. An important distinction between the DG method and the usual finite-element
method is that in the DG method the resulting equations are local to the generating element. The solution
within each element is not reconstructed by looking to neighboring elements. Thus, each element may be
thought of as a separate entity that merely needs to obtain some boundary data from its neighbors. The
compact form of the DG method makes it well suited for parallel computer platforms. This compactness also
allows a heterogeneous treatinent of problems. That is, the element topology, the degree of approximation
and even the choice of governing equations can vary from element to element and in time over the course of
a calculation without loss of rigor in the method.

Many of the method’s accuracy and stability properties have been rigorously proven [1, 2, 3, 4, 5] for
arbitrary element shapes, any number of spatial dimensions, and even for nonlinear problems, which lead to
a very robust method. The DG method has been shown in mesh refinement studies [6] to be insensitive to the
smoothness of the mesh. Its compact formulation can be applied near boundaries without special treatment,
which greatly increases the robustness and accuracy of any boundary condition implementation. These
features are crucial for the robust treatment of complex geometries. In semi-discrete form, the DG method

can be combined with explicit time-marching methods, such as Runge-Kutta. One of the disadvantages
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of the method is its high storage and high computational requirements; however, a recently developed
quadrature-free implementation [6] has greatly ameliorated these concerns.

Parallel implementations of the DG method have been performed by other investigators. Biswas, Devine,
and Flaherty [7] applied a third-order quadrature-based DG method to a scalar wave equation on a NCUBE/2
hypercube platform and reported a 97.57% parallel efficiency on 256 processors. Bey et al. [8] implemented a
parallel hp-adaptive DG method for hyperbolic conservation laws on structured grids. They obtained nearly
optimal speedups when the ratio of interior elements to subdomain interface elements is sufficiently large.
In both works, the grids were of a Cartesian type with cell sub-division in the latter case.

The quadrature-free form of the DG method has been previously implemented and validated (6, 9, 10]
in an object-oriented code for the prediction of aeroacoustic scattering from complex configurations. The
code solves the unsteady linear Euler equations on a general unstructured mesh of mixed elements (squares
and triangles) in two dimensions. The DG code developed by Atkins has been ported [11] to several parallel
platforms using MPI. A detailed description of the numerical algorithm can be found in reference [G]; and the
description of the code structure, parallelization routines and model objects can be found in reference [11].
In this work, three different parallelization approaches are described and efficiency results for the selected
approach are reported.

The next section provides a brief description of the numerical method and is followed by a discussion
of parallelization strategies, a citation of our standard test case, and performance results of the code on the

Origin2000 and several other computing platforms.
2. Discontinuous Galerkin Method. The DG method is readily applied to any equation of the form

U B}
(2.1) & TV F)=0.

on a domain that has been divided into arbitrarily shaped nonoverlapping elements €, that cover the domain.
The DG method is defined by choosing a set of local basis functions B = {b;, 1 <1 < N(p,d)} for each
element, where N is a function of the local polynomial order p and the number of space dimensions d, and

approximating the solution in the element in terms of the basis set

N(p.d)
(2.2) Ug, =V, = Z vi b
=1

The governing equation is projected onto each member of the basis set and cast in a weak form to give

2% , o
(2.3) /Q bk(at a - | Vb - F(V;) dQ + /m b ER(V, V) - iyds = 0,

where V; is the approximate solution in element €2;, V; denotes the approximate solution in a neighboring
clement €2, 98, is the segment of the element boundary that is common to the neighboring element €2,
7i;; is the unit outward-normal vector on 9§),;, and V; and W denote the trace of the solutions on J§};;.
The coefficients of the approximate solution w;; are the new unknowns, and the local integral projection
generates a set of equations governing these unknowns. The trace quantities are expressed in terms of
a lower dimensional basis set 8§ associated with 0€}; T FPR denotes a numerical flux which is usually an
approximate Riemann flux of the Lax-Friedrichs type.

Because each element has a distinct local approximate solution, the solution on each interior edge is
double valued and discontinuous. The approximate Riemann flux F Ry, V;) resolves the discontinuity and

provides the only mechanism by which adjacent elements communicate. The fact that this communication



occurs in an edge integral means the solution in a given element V; depends only on the edge trace of the
neighboring solution Vj, not on the whole of the neighboring solution V. Also, because the approximate
solution within each element is stored as a function, the edge trace of the solution is obtained without
additional approximations.

The DG method is efficiently implemented on general unstructured grids to any order of accuracy using
the quadrature-free formulation. In the quadrature-free formulation, developed by Atkins and Shu in [6],
the flux vector F is approximated in terms of the basis set b;, and the approximate Riemann flux FR g

approximated in terms of the lower basis set ;:

N(p.d) N(p.d—l)_R B
(2.4) Fv)y = > fub, FRLV) - = Y Fyulbe
=1 =1

With these approximations, the volume and boundary integrals can be evaluated analytically. instead
of by quadrature, leading to a simple sequence of matrix-vector operations

S = (M) [ful - X (M7By) (F)

{i}

(2.5)

where

(2.6) M = [/bk by dﬂ} , A= {/ Vb by dﬂ} , B;; = {/ by 6[ ds:l .
Ja Q an,,

The matrices M, A. and B;; depend only on the shape of the similarity element and the degree of the
solution p. Thus, the set of matrices associated with a particular similarity element can be precomputed
and applied to all elements that map to it at a considerable savings of both storage and computation. The

residual of equation (2.5) is evaluated by the following sequence of operations:

[E'Ij.l] = r{ij_'_[ul-l] } v,
[fijul = F(V;) 1y

Fh) = FRTV.V) VI,
[fid] = F(V)

) Y _ - s
Lol — e a) () - X B T (70

{7}

where T;; is the trace operator, and [() denotes a vector containing the coefficients of an edge quantity

i)
on edge j. Edges will be referred to as interior edges or boundary edges when it is necessary to distinguish

between the two.

3. Parallel Computation. In this section, three different possible parallelization strategies for the
DG method are described. The first approach is symmetric and easy to implement but results in redundant
flux calculations. The second and third approaches eliminate the redundant flux calculations; however, the
communication occurs in two stages making it more difficult to overlap with computation, and increasing
the complexity of the implementation. The following notation will be used to describe the parallel imple-
mentation. Let € denote any element, let 9, denote any edge on the partition boundary, and d2; denote
any other edge. The first approach is symmetric and is easily implemented in the serial code. It can be

summarized as follows:



1. Compute [7;,] and [?J,} vQ

2. Send [v,,] and [f,,] on 98, to neighboring partitions

3. Compute [f;] and (M~'A)[f;] V$, and [Tfl] vaQy

4. Receive [v;,] and [f, ] on 0Q, from neighboring partitions

1]

Compute [TJH[] Vo8, and (M™!'B;) [7?,] v

In this approach, nearly all of the computation is scheduled to occur between the nonblocking send and
receive; however, the edge flux [ffl} is doubly computed on all partition edges 8€,. It is observed in actual
computations that redundant calculation is not a significant factor. The calculation of [7S,] on all edges,
O, represents only 2% to 3% of the total CPU time, and the redundant computation is performed on only

a fraction of these edges.

The above sequence reflects the actual implementation [11] used to generate the results to be shown later;
however, this approach offers the potential for further improvement. By collecting the elements into groups
according to whether or not they are adjacent to a partition boundary, some of the work associated with the
edge integral can also be performed between the send and receive. Let €, denote any element adjacent to a
partition boundary and Q; denote any other element. The following sequence provides maximal overlap of

communication and computation.

1. Compute [T;] and [f,,] vV,

2. Send [7; ;] and [f ;1) on 98, to neighboring partitions
3. Compute [¥,,] and [f,;,] V€

4. Compute [f] and (M~'A){f,] V€, and [F1q] VoL,

Compute (M™'B;) [7;1?1} e

[y

6. Receive [7;,] and [f 5.1] on 09, from neighboring partitions

Compute [F15] Y9, and (M™'B,) [F1] ¥,

=1

3.1. Other Parallelization Strategies. Two variations of an alternative parallelization strategy that

eliminates the redundant flux calculations are described. In these approaches, the computation of the edge
<R o . . .

flux [f;,] on a partition boundary is performed by one processor and the result is communicated to the

neighboring processor. The processor that performs the flux calculation is said to “own”™ the edge. In the

first variation, all edges shared by two processors are owned by only one of the two processors. In the second

variation, ownership of the edges shared by two processors is divided equally between the two. Let Bﬂg,a)

denote any edge owned by processor A, ang") denote any edge owned by adjacent processor B, and BQL‘“’)

denote any edge shared by processors A and B. For the purpose of illustration, let ownership of all OQ;,ab)
in the first variation be given to processor A. Thus { BQL“) } | OQ,([,b) } = {0} in both variations, and
{ (‘)Qg’b) j 2R BQ},,M } = {0} in the first variation. Both computations can be summarized in the following

steps:



Process A Process B

1. Compute [v;,] and [f,,] V€, Compute [F,,] and [f;,] Y,
2. Send ¥, and [f,,] VO Q,\ a0 Send 7, and [f;,] VO, \ o
3. Compute [T;,] and [f;,] Y Compute [7;] and {f,,] YV
4. Compute [f;] ¥ Compute [f)] ¥V

5. Receive [U;,] and [f, ] Voo Receive [T;] and [f;,] V@ o
6. Compute [75?,] Vool Compute [%Rl] voQy

7. Send [J})] Voo Send [F1] Vo

8. Compute [7?,} Vo, Compute [fj?l] \ 42297}

9. Compute (M7A)[f;] VQ Compute (M~1A) [f)] V&

10. Compute (M~!B;) [TJH,] vV Qy Compute (M™'B)) [7?,] vy
1. Receive [f,/] VaQ,\ o0y Receive [, Yo, \ 00"
12. Compute (M~'B,) [7]”[] vaQ, Compute (M™'B;) [—fJH,] v,

It is clear that under these strategies, there are no redundant flux calculations. In both variations, the
total amount of data sent is actually less than that of the symmetric approach presented earlier. However,
because the sends are performed in two stages, it is more difficult to overlap the communication with useful
computation. Also, the unsymmetric form of edge ownership in the first variation introduces a difliculty in
balancing the work associated with the edge flux calculation. In the second variation, the number of sends
is twice that of the symmetric approach; however, because { 9 Q‘,f’b) In{o Q;,b' } = {0} in the first
variation, the total number of sends in this approach is the same as in the symmetric approach presented

earlier.

4. Physical Problem. The parallel code is used to solve problems from the Second Benchmark Prob-
lems in Computational Aeroacoustics Workshop [12] held at Flordia State University in 1997. The physical
problem is the scattering of acoustic waves and is well represented by the linearized Euler equations written
in the form of equation (2.1). Details of the problem can be tound in reference [12]. Figure (4.1.a) shows a

typical partitioned mesh.
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5. Results and Discussion. Performance tests have been conducted on the SGI Origin2000 and IBM
SP2 platforms, and on clusters of workstations. The first test case applied a third-order method on a coarse

mesh of only 800 elements. This small problem was run on the SP2 and two clusters of, resp., SGI and
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F1G. 5.1, Speedup for large domain on Origin 2000 (a). Computational Rate (b}

Sun workstations in an FDDI network. The two clusters consisted of similar but not identical hardware.
Also, the network was not dedicated to the cluster but carried other traffic. As seen in Figure (4.1.b),
near linear speedup is obtained on all three machines when the partition size is sufficiently large (> 100
element /processor). As the domain is divided over more processors, the number of elements assigned to each
processor becomes too small and the communication overhead becomes apparent. The performance figures
are far below ideal: however. four to eight distributed workstations still provide a valuable performance
improvement.

Three larger problems were used to evaluate the code on the Origin2000. For these cases a fifth-order
method was used and the problem size was controlled by varying the element size and by varying the location
of the outer boundary. In the small and medium size problems, a slight superlinear speedup is obtained for
some range of processors. This result is due to the improvement in cache performance that occurs when a
fixed problem is divided into smaller parts as the number of processors is increased, and workingsets become
cache-resident. The larger problem does not fit in cache in 128 processors and no superlinear speedup is
observed; however, it is expected that performance will improve as the number of processors is increased. This
is supported by Figure (5.1.b) which shows the computational rate as a function of the number of elements
on each processor. The computational rate is defined as the average number of elements per processor times
number of time steps divided by the wall clock time. (Note: because the calculation is time accurate, all
processors are synchronized at each stage of the Runge-Kutta, and thus, the wall clock time of all processors
is essentially the same.) Both the small and medium size problems show a 50% increase in the computational
rate at about 2000 elements per processor. The computational rates for all three problem sizes are similar
indicating good scalability. Thus, computational rate may be a better indicator of scalability than the usual

“speedup” measure.

6. Conclusions. Three parallelization strategies for the DG method have been described. A simple
symmetric strategy introduces a redundant flux calculation, but maximizes the overlap of computation and
communication. The redundant Hux calculation can be eliminated by introducing a sequence of sends;

however, with this approach it is more difficult to hide communication with computation, and it leads to a



complex implementation. In practice, the overhead due to the redundant flux calculation is negligible. The

symmetric parallelization approach is implemented in an object-oriented computational aeroacoustics code

using MPI. Performance results are presented for several distributed memory parallel platforms. The DG

method provides a significant amount of computational work that is local to each element. this is due to
the compact form of the method which can be effectively used to hide the communication overhead. The

compact character of the method is exploited in the implementation. The parallel implementation gives

superlinear speedup for large problems. This is attributed to the overlapping of computation as well as

cache accelerations that occur when workingsets are cache resident.

9] H.
[10] H.

[11] A.

REFERENCES

. JOHNSON AND J. PITKARATA, An Analysis of the Discontinuous Galerkin Method for a Scalar

Hyperbolic Equation, Mathematics of Computation, 46 (1986), pp. 1-26.

. COCKBURN AND C. W. SHU, TVB Runge-Kutta Local Projection Discontinuous Galerkin Finite

Element Method for Conservation Laws II: General Framework, Mathematics of Computation, 52,

No. 186 (1989), pp. 411-435.

. COCKBURN, S. Y. LIN, AND C. W. SHU, TVB Runge-Kutta Local Projection Discontinuous Galerkin

Finite Element Method for Conservation Laws III: One Dimensional Systems, Journal of Compu-
tational Physics, 84, No. 1 (1989), pp. 90-113.

COCKBURN, S. Hou, AND C. W, SHU, The Runge-Kutta Local Projection Discontinuous Galerkin
Finite Element Method for Conservation Laws IV: The Multidimensional Case Mathematics of

Computation, 54, No. 190 (1990), pp. 545-581.

. JIANG AND C. W. SHU, On Cell Entropy Inequality for Discontinuous Galerkin Methods, Mathe-

matics of Computation, 62, No. 206 (1994), pp. 531 -538.

. L. ATKiNs AND C. W. SHU, Quadrature-free Implementation of Discontinuous Galerkin Method for

Hyperbolic Fquations, AIAA Journal, 36 (1998), pp. 775-782.

. Biswas, K. D. DEVINE, AND J. FLAHERTY, Parallel, Adaptive Finite Element Methods for Con-

servation Laws, Applied Numerical Mathematics, 14, No. 1-3 (1994), pp. 225-283.

. S. BEY, J. T. ODEN, AND A. PATRA, A parallel hp-adaptive discontinuous Galerkin method for

hyperbolic conservation laws, Applied Numerical Mathematics, 20 (1996), pp. 321-336.

L. ATKINS, Continued Development of the Discontinuous Galerkin Method for Computational Aeroa-
coustic Applications, AIAA Paper 97-1581, May 1997.

L. ATKINS, Local Analysis of Shock Capturing Using Discontinuous Galerkin Methodology, AIAA
Paper 97-2032, June 1997.

BaGaAaG, H. ATKINS, C. OzTURAN, AND D. KEYES, Parallelization of an Object-oriented Unstruc-
tured Aeroacoustics Solver, ICASE Report No. 99-11, Ninth STAM Conference on Parallel Processing
for Scientific Computing, San Antonio, TX, March 22-24, 1999.

[12) NASA CONFERENCE PUBLICATION 3352, Second Computational Aeroacoustics Workshop on Bench-

mark Problems, Proceedings of a workshop sponsored by NASA, June 1997.



Form Approved

REPORT DOCUMENTATION PAGE OMB No. 0704-0188

Public reporting burden for this collection of information is estimated to average 1 hour per response, including the time for reviewing instructions, searching existing data sources,
gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this burden estimate or any other aspect of this
collection of informatian, including suggestions for reducing this burden, to Washington Headquarters Services, Directorate for nformation Operations and Reports, 1215 Jefferson
Davis Highway, Suite 1204, Arlington, VA 22202-4302, and to the Office of Management and Budget, Paperwork Reduction Project {0704-0188), Washington, DC 20503.

1. AGENCY USE ONLY{Leave blank) | 2. REPORT DATE 3. REPORT TYPE AND DATES COVERED
August 1999 Contractor Report
4. TITLE AND SUBTITLE 5. FUNDING NUMBERS

Parallel implementation of the discontinuous Galerkin method
C NAS1-97046
WU 505-90-52-01

6. AUTHOR(S)
Abdelkader Baggag
Harold Atkins
David Keves

7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES) 8. PERFORMING ORGANIZATION
Institute for Computer Applications in Science and Engineering REPORT NUMBER
Mail Stop 132C, NASA Langley Research Center

N J, W 424
Hamptou, VA 23681-2199 ICASE Report No. 99-35

9. SPONSORING/MONITORING AGENCY NAME(S) AND ADDRESS(ES) 10. SPONSORING/MONITORING
National Aeronautics and Space Administration AGENCY REPORT NUMBER
Langley Research Center NASA/CR-1999-209546
Hampton, VA 23681-2199 ICASE Report No. 99-35

11. SUPPLEMENTARY NOTES

Langley Technical Monitor: Dennis M. Bushnell
Final Report.
Submitted to the Proceedings of the International Parallel CFD 1999 Conference

12a. DISTRIBUTION/AVAILABILITY STATEMENT 12b. DISTRIBUTION CODE

Unclassified - Unlimited

Subject Category 60, 61

Distribution: Nonstandard

Availability: NASA-CASI (301) 621-0390

13. ABSTRACT (Maximum 200 words)

This paper describes a parallel implementation of the discontinuous Galerkin method. Discontinuous Galerkin is
a spatially compact method that retains its accuracy and robustness on non-smooth unstructured grids and is
well suited for time dependent simulations. Several parallelization approaches are studied and evaluated. The
wost natural and svinmetric of the approaches has been implemented in an object-oriented code used to simulate
aeroacoustic scattering. The parallel implementation is MPI-based and has been tested on various parallel platforms
such as the SGI Origin, IBM SP2, and clusters of SGI and Sun workstations. The scalability results presented for
the SGI Origin show slightly superlinear speedup on a fixed-size problem due to cache effects.

14. SUBJECT TERMS 15. NUMBER OF PAGES
discontinuous Galerkin methods, parallelization strategies, object oriented, 12
unstructured grids, Euler equations, high-order accuracy 16. PRICE CODE
A03
17. SECURITY CLASSIFICATION 18. SECURITY CLASSIFICATION] 19. SECURITY CLASSIFICATION] 20. LIMITATION
OF REPORT OF THIS PAGE OF ABSTRACT OF ABSTRACT
Unclassified Unclassified
N3N 7540-01-230-5500 Standard Form 208(Rev. 3-89)

Prescribed by ANSI Std. Z39-18
298-102




